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How To Obtain Warranty Service

A copy of the Vari-Lite Limited Warranty was included in the shipping package for this 
VARI❋LITE® product.

To obtain warranty service, please contact customer service at 1-877-VARI-LITE (1-877-
827-4548) or customerservice@genlytecontrols.com and request a Return Material Authori-
zation (RMA) for warranty service. You will need to provide the model and serial number of 
the item being returned, a description of the problem or failure and the name of the registered 
user or organization. If available, you should have your sales invoice to establish the date of 
sale as the beginning of the warranty period.

Once you obtain the RMA, pack the unit in a secure shipping container or in its original 
packing box. Fill out the RMA form included at the end of this manual and place in shipping 
container along with a copy of your invoice (if available). Write the RMA number legibly on 
or near the shipping address label and return the unit, freight prepaid to:

Vari-Lite
Attention: Warranty Service (RMA# ________)
10911 Petal Street
Dallas, Texas 75238 USA

As stated in the warranty, it is required that the shipment be insured and FOB our service 
center.

mailto: customerservice@genlytecontrols.com
mailto: customerservice@genlytecontrols.com
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Compliance Notice

This equipment has been tested and found to comply with the limits for a Class A digital device 
pursuant to Part 15 of FCC Rules. These limits are designed to provide reasonable protection against 
harmful interference when this equipment is operated in a commercial environment. This equipment 
generates, uses, and can radiate radio frequency energy and, if not installed and used in accordance 
with Vari-Lite system, service, and safety guidelines, may cause harmful interference to radio 
communications. Operation of this equipment in a residential area is likely to cause harmful 
interference, in which case the user will be required to correct the interference at his/her own expense.

Declaration of Conformity
We declare, under our sole responsibility, that this product complies with the relevant clauses of the 
following standards and harmonized documents:

Safety
EN 60598-1:2000 Luminaire Safety Standard, General Requirements
EN 60598-2 17:1989/A2:1991 Specification for Luminaires for Stage and Studio Lighting

EMC
EN 61000-6-4:2001

We certify that the product conforms to the protection requirements of council directives: 73/23/EEC 
(LVD) and 89/336/EEC (EMC)

FCC
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Safety Notice

It is extremely important to read ALL safety information and instructions provided in this manual and 
any accompanying documentation before installing and operating the products described herein.  Heed 
all cautions and warnings during installation and use of this product.
Safety symbols used throughout this manual are as follows:

GENERAL INFORMATION PERTAINING TO PROTECTION AGAINST ELECTRICAL SHOCK, 
FIRE, EXPOSURE TO EXCESSIVE UV RADIATION, AND INJURY TO PERSONS CAN BE 
FOUND BELOW.
WARNING:
INSTRUCTIONS FOR CONTINUED PROTECTION AGAINST FIRE
1. VARI❋LITE® luminaires have been designed for use with specific lamp types.  The Series 3000 

luminaires require an Osram HMI 1200 W/S metal halide lamp.  Installing another type of lamp 
may be hazardous.

2. Luminaires may be mounted on any type of surface as long as mounting instructions are followed.  
See instructions detailed in this manual.

3. Note distance requirement from combustible materials or illuminated objects for VARI❋LITE® 
luminaires.

WARNING:
INSTRUCTIONS FOR CONTINUED PROTECTION AGAINST ELECTRICAL SHOCK
1. VARI❋LITE® luminaires are designed for dry locations only.  Exposure to rain or moisture may 

damage luminaire.
2. Disconnect power before servicing any VARI❋LITE® equipment.
3. Servicing to be performed by qualified personnel only.  

CAUTION advising of potential damage to product.

WARNING advising of potential injury or death to persons.
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WARNING:
INSTRUCTIONS FOR CONTINUED PROTECTION AGAINST EXCESSIVE EXPOSURE 
TO UV RADIATION
1. Many VARI❋LITE® luminaires use a lamp that produces UV radiation.  DO NOT look directly at 

lamp.
2. It is hazardous to operate luminaires without lens or shield.  Shields, lenses, or ultraviolet screens 

shall be changed if they have become visibly damaged to such an extent that their effectiveness is 
impaired.  For example, by cracks or deep scratches.

WARNING:
INSTRUCTIONS FOR PROTECTION AGAINST INJURY TO PERSONS
1. Exterior surfaces of the luminaire will be hot during operation.  Use appropriate safety equipment 

(gloves, eye protection, etc.) when handling and adjusting hot equipment and components.
2. Luminaires will have a hot lamp when operating.  Disconnect power and allow lamp to cool before 

replacing.
3. Arc lamps emit ultraviolet radiation which can cause serious skin burn and eye inflammation.  

Additionally, arc lamps operate under high pressure at very high temperatures.  Should the lamp 
break, there can exist a danger of personal injury and/or fire from broken lamp particles being 
discharged.

4. Wear eye protection when relamping.
5. Appropriate safety equipment (gloves, eye protection) should be used when handling damaged 

lamps.
6. If lamp is touched with bare hands, clean lamp with denatured alcohol and wipe with lint-free 

cloth before installing or powering up the luminaire.
7. The lamp shall be changed if it has become damaged or thermally deformed.
WARNING:
RF INTERFERENCE
1. This is a Class A product.  In a domestic environment this product may cause radio interference, in 

which case, the user may be required to take adequate measures.
ARC LAMP CHARACTERISTIC CONSIDERATIONS
1. Arc lamps require a period of time to relight after a power interruption or a severe voltage dip.  In 

some cases, lamp will automatically relight after it has cooled depending on Lamp Power-Up State 
configuration setting.

2. Burning position is Universal.
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Sicherheitshinweise

Es ist äußerst wichtig, ALLE Sicherheitsinformationen und -hinweise in diesem Handbuch und dem 
beiliegenden Informationsmaterial zu lesen, bevor Sie die hierin beschriebenen Produkte installieren 
bzw. bedienen. Halten Sie bei der Installation und dem Einsatz dieses Produkts alle Warnhinweise und 
Vorsichtsmaßnahmen ein.
Folgende Sicherheitssymbole werden in diesem Handbuch verwendet:

NACHSTEHEND FINDEN SIE ALLGEMEINE HINWEISE ÜBER 
SICHERHEITSVORKEHRUNGEN GEGEN ELEKTROSCHOCK, FEUER, ÜBERHÖHTE UV-
STRAHLUNG UND KÖRPERVERLETZUNGEN.
WARNUNG:
HINWEISE ZUM FEUERSCHUTZ
1. VARI❋LITE®-Scheinwerfer sind ausschließlich für den Einsatz mit bestimmten Lampentyps. 

Achten Sie auf den Lampentyp (Osram HMI 1200 W/S metal halide lamp), bevor Sie die 
jeweiligen Lampen ersetzen. Die Installation eines anderen Lampentyps kann gefährlich sein.

2. Scheinwerfer können auf jeder beliebigen Oberfläche montiert werden, solange Sie die 
Montageanweisungen befolgen. Detaillierte Hinweise finden Sie in diesem Handbuch.

3. Beachten Sie die Einhaltung des erforderlichen Sicherheitsabstandes der VARI❋LITE®-
Scheinwerfer von brennbarem Material oder beleuchteten Objekten.

WARNUNG:
HINWEISE ZUM SCHUTZ GEGEN ELEKTROSCHOCK
1. VARI❋LITE®-Scheinwerfer eignen sich ausschließlich für trockene Standorte. Regen oder 

Feuchtigkeit können die Scheinwerfer beschädigen.
2. Unterbrechen Sie die Stromzufuhr, bevor Sie mit der Arbeit an VARI❋LITE®-Geräten beginnen.
3. Die Geräte sollten nur von qualifiziertem Personal gewartet werden.  

VORSICHT - weist auf möglichen Produktschaden hin.

WARNUNG - weist auf mögliche Körperverletzung und Lebensbedrohung hin.
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WARNUNG:
HINWEISE ZUM SCHUTZ GEGEN ÜBERHÖHTE UV-STRAHLUNG
1. Viele VARI❋LITE®-Scheinwerfer verwenden die Lampentyp, der UV-Strahlen abgibt. 

SCHAUEN SIE NICHT direkt in die Lampe.
2. Es ist gefährlich, Leuchten ohne Linsen oder Blenden zu bedienen. Blenden, Linsen oder 

Ultraviolettschirme müssen ausgetauscht werden, sofern deren Schutzwirkung durch sichtbare 
Beschädigung (z. B. Sprünge oder Schrammen) eingeschränkt ist.

WARNUNG:
HINWEISE ZUM SCHUTZ GEGEN KÖRPERVERLETZUNGEN
1. Bei Betrieb sind die Außenflächen der Scheinwerfer heiß. Verwenden Sie bei der Bedienung von 

aufgeheizter Apparatur die jeweils geeignete Sicherheitsausrüstung (Handschuhe, Augenschutz 
etc.).

2. Bei Betrieb der Scheinwerfer ist die Lampe heiß. Unterbrechen Sie die Stromzufuhr und lassen Sie 
die Lampe abkühlen, wenn Sie diese austauschen.

3. Bogenlampen senden ultraviolette Strahlen aus, die Hautverbrennungen und Augenentzündungen 
verursachen können. Der Betrieb von Bogenlampen erfolgt unter Hochdruck und bei hohen 
Temperaturen. Sollte die Lampe zerbrechen, besteht die Gefahr von Körperverletzung bzw. von 
Feuer, das von Lampenteilen ausgelöst werden kann.

4. Tragen Sie beim Austausch der Lampen einen Augenschutz.
5. Die geeignete Sicherheitsausrüstung (Handschuhe, Augenschutz) sollte beim Umgang mit 

beschädigten Lampen verwendet werden.
6. Wenn die Lampe mit bloßen Händen berührt wird, reinigen Sie sie mit denaturiertem Alkohol und 

einem flusenfreien Tuch, bevor Sie die Scheinwerfer installieren oder in Betrieb nehmen.
7. Wenn die Lampe beschädigt oder durch Hitzeeinwirkung deformiert ist, muß diese ausgetauscht 

werden.
WARNUNG:
HF-INTERFERENZ
1. Es handelt sich um ein Produkt der Klasse A. In einer Wohnumgebung kann das Produkt Hochfre-

quenzstörungen verursachen. In diesem Fall müssen eventuell geeignete Maßnahmen getroffen 
werden.

BESONDERHEITEN VON BOGENLAMPEN
1. Bogenlampen benötigen eine gewisse Zeitdauer, um nach einem Stromausfall oder einem 

Spannungsgefälle wieder aufzuleuchten. In einigen Fällen wird die Lampe nach Abkühlung 
automatisch wieder aufleuchten, je nach der Systemkonfigurationseinstellung des Lampenein-
schaltungsstatus.

2. Die Brennposition ist Universal.
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Notes de sécurité

Avant de procéder à l’installation des produits décrits dans ce guide et de les mettre en marche, il est 
extrêmement important de lire TOUS les renseignements et TOUTES les directives de sécurité 
contenues dans ce guide ainsi que toute documentation jointe.  Tenir compte de tous les avertissements 
et suivre toutes les précautions pendant l’installation et l’utilisation de cet appareil.
Les symboles de sécurité utilisés dans ce guide sont les suivants :

CETTE SECTION CONTIENT DES INFORMATIONS GÉNÉRALES POUR SE PROTÉGER 
CONTRE LES DÉCHARGES ÉLECTRIQUES , LES INCENDIES, L’EXPOSITION EXCESSIVE 
AUX RAYONS UV ET TOUT AUTRE ACCIDENT POUVANT ENTRAÎNER DES BLESSURES.
AVERTISSEMENT:
DIRECTIVES POUR SE PROTÉGER CONTRE LES INCENDIES
1. Les luminaires VARI❋LITE® ont été conçus pour être utilisés uniquement avec certaines type de 

lampes.  Vérifier le type de lampe (Osram HMI 1200 W/S metal halide lamp) avant de remplacer 
les lampes. L’installation d’un autre type de lampe peut poser un danger.

2. Les luminaires peuvent être fixés sur tout type de surface tant que les directives de montage sont 
respectées.  Voir les explications détaillées dans ce guide.

3. Vérifier la distance à respecter entre les matériaux combustibles ou les objets illuminés et les 
luminaires VARI❋LITE®.

AVERTISSEMENT:
DIRECTIVES POUR SE PROTÉGER CONTRE LES DÉCHARGES ÉLECTRIQUES
1. Les luminaires VARI❋LITE® sont conçus pour une utilisation au sec uniquement.  Une 

exposition à la pluie et à l’humidité risque d’endommager le luminaire.
2. Débrancher l’appareil avant de procéder à la révision de tout matériel VARI❋LITE®.
3. Les révisions doivent être effectuées uniquement par des personnes qualifiées.  

ATTENTION Ce symbole annonce que l’appareil risque d’être endommagé.

AVERTISSEMENT Ce symbole annonce qu’il y a risque d’accident grave ou même fatal.
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AVERTISSEMENT:
DIRECTIVES POUR SE PROTÉGER CONTRE UNE EXPOSITION EXCESSIVE AUX 
RAYONS UV
1. Plusieurs luminaires VARI❋LITE® utilisent une lampe qui produit des rayons UV.  NE PAS fixer 

son regard sur la lampe.
2. L’utilisation des luminaires sans lentille ou blindage pose des risques.  Tous blindages, lentilles ou 

écrans ultraviolet visiblement endommagés au point que leur efficacité en est affectée doivent être 
remplacés, par exemple s’il y a des fissures ou de profondes rayures.

AVERTISSEMENT:
DIRECTIVES POUR SE PROTÉGER CONTRE LES ACCIDENTS POUVANT ENTRAÎNER 
DES BLESSURES
1. Les surfaces externes du luminaire deviennent brûlantes quand l’appareil est en marche. Pour 

manœuvrer ou ajuster des appareils brûlants et leurs composants, se protéger suffisamment (gants, 
protection pour les yeux, etc.).

2. La lampe du luminaire est brûlante lorqu’il est en marche. Débrancher le courant et attendre que la 
lampe ait refroidi avant de la remplacer.

3. Les lampes à arc émettent des rayons ultraviolets pouvant causer de graves brûlures sur la peau et 
une inflammation des yeux. De plus, les lampes à arc fonctionnent sous haute tension à de très 
hautes températures.  Si la lampe se casse, les particules de la lampe cassée peuvent causer 
blessures et/ou incendie en s’éparpillant.

4. Se protéger les yeux pour remplacer la lampe.
5. Utiliser des appareils de protection appropriés (gants, protection des yeux) pour manier des lampes 

endommagées.
6. Si la lampe a été touchée avec des mains nues,  la nettoyer avec de l’alcool dénaturé et l’essuyer 

avec un chiffon non-pelucheux avant d’installer ou de brancher le luminaire.
7. Si la lampe a été endommagée ou a reçu une déformation thermique, elle doit être remplacée.
AVERTISSEMENT:
INTERFÉRENCE RF 
1. Cet appareil est de Classe A.  Dans un environnement domestique, cet appareil peut causer des 

interférences radio, et si c’est le cas, l’utilisateur peut avoir à prendre des mesures adéquates.
CONSIDÉRATIONS DES CARACTÉRISTIQUES DE LAMPES À ARC 
1. Après une interruption de courant ou une baisse importante de voltage, les lampes à arc mettent du 

temps avant de se rallumer.  Dans certains cas, la lampe se rallumera automatiquemet après s’être 
refroidie. Cela dépend de la manière dont le système est réglé pour le statut de mise en marche de 
la lampe.

2. La position Brûler est Universelle.
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Tilt Motor Assembly and Tilt Belt Replacement

VL Part No:  21.9678.0765 (Tilt Motor)
VL Part No:  54.2055.0001 (Tilt Belt)

Repair/Replacement Procedure
To remove and replace tilt motor:
Step 1. Disconnect luminaire AC input cable from power source.
Step 2. At tilt-side leg, remove yoke leg cover by removing four 6-32x5/16" PPB screws.
Step 3. At tilt motor assembly, loosen four 10-32x1/2" PPZ screws.
Step 4. Remove belt from tilt pulley.
Step 5. Remove four 10-32x1/2" PPZ screws. Be mindful of tensioning springs.
Step 6. Disconnect wiring and remove tilt assembly.
Step 7. Replace by performing steps 2 through 6 in reverse order. 

Note:  Make sure wiring is not pinched during installation. When tightening four 10-32x1/2" PPZ 
screws that mount Pan Motor Assembly, you must tighten in a CLOCKWISE pattern starting with 
screw in lower left-hand side from spring.

To remove and replace tilt motor belt:
Step 8. Disconnect luminaire AC input cable from power source.
Step 9. At tilt-side leg, remove yoke leg cover by removing four 6-32x5/16" PPB screws.
Step 10. At tilt motor assembly, loosen four 10-32x1/2" PPZ screws.
Step 11. Remove belt from tilt pulley.
Step 12. Remove four 10-32x1/2" PPZ screws. Be mindful of tensioning springs.
Step 13. Disconnect the following wiring and remove tilt assembly:

a. Disconnect lamp wire from ignitor.
b. Remove ignitor assembly mounting bracket (leave ignitor attached to bracket) by 

removing three 6-32x3/8" PPZ screws and 1/4" standoff.
c. Disconnect ground wire from stud using 3/8" nut driver.
d. At interconnect, disconnect 80MM fan wiring.

Step 14. Remove belt.
Step 15. Replace by performing steps 2 through 7 in reverse order. 

- See next page for further instructions -
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WARNING:  Make sure wiring is not pinched during installation. When tightening four 10-32x1/2" 
PPZ screws that mount Pan Motor Assembly, you must tighten in a CLOCKWISE pattern starting with 
screw in lower left-hand side from spring.

Figure 2-23:  VL3000 Tilt Motor Assembly Replacement

Tilt Motor

Head not shown for clarity.
NOTE:

Assembly

Spring

Sensor
Bracket
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Tilt Encoder PCB Replacement

VL Part No:  24.9661.9629

Repair/Replacement Procedure
Step 1. Disconnect luminaire AC input cable from power source.
Step 2. At tilt-side leg, remove yoke leg cover by removing four 6-32x5/16" PPB screws.
Step 3. At tilt motor assembly, loosen four 10-32x1/2" PPZ screws.
Step 4. Remove belt from tilt pulley.
Step 5. Remove four 10-32x1/2" PPZ screws. Be mindful of tensioning springs.
Step 6. Disconnect wiring and remove tilt assembly.
Step 7. On tilt assembly, remove two 4-40x1/4" LG PPZ screws and remove encoder PCB.
Step 8. Replace by performing steps 2 through 7 in reverse order. 

Note:  Make sure encoder disk passes through sensor when installing encoder PCB and wiring is not 
pinched during installation. When tightening four 10-32x1/2" PPZ screws that mount Pan Motor 
Assembly, you must tighten in a CLOCKWISE pattern starting with screw in lower left-hand side 
from spring.

Figure 2-24:  VL3000 Tilt Encoder PCB Replacement

Tilt Motor
Assembly

Spring

Head not shown for clarity.
NOTE:

Tilt Encoder

Tilt Motor Assembly Detail

Sensor
Bracket

1) 2)
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Tilt EOT Sensor Replacement

VL Part No:  23.9661.1253

Repair/Replacement Procedure
Step 1. Disconnect luminaire AC input cable from power source.
Step 2. At tilt-side leg, remove yoke leg cover by removing four 6-32x5/16" PPB screws.
Step 3. At sensor bracket, remove two 10-32x1/2" PPZ screws and remove bracket.
Step 4. Disconnect wiring from Tilt Encoder PCB.
Step 5. At sensor, remove two 6-32x3/8" PPZ screws and remove sensor from bracket.
Step 6. Replace by performing steps 2 through 5 in reverse order.

Figure 2-25:  VL3000 Tilt EOT Sensor Replacement

Tilt Motor

Head not shown for clarity.
NOTE:

Assembly

Spring

Sensor
Sensor
Bracket
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Ballast Assembly Replacement

VL Part No:  23.9678.1269 (Old Style)
VL Part No: 12.9678.1862 (New Style)

Note: Vari-Lite offers a conversion kit for converting old-style ballasts to new-style ballasts. For 
information on the kit (VL Part No: 28.9678.0100), see Technical Bulletin S3K-014, "Series 3000™ 
New-Style Ballast Conversion Procedure" available on the Vari-Lite Tech Center website.

Repair/Replacement Procedure (Old Style Ballast)
Step 1. Using console or internal menus, run lens as far to the rear as possible.
Step 2. Disconnect luminaire AC input cable from power source.
Step 3. At each top enclosure cover, remove two 6-32x1/4" PPB screws and remove cover.
Step 4. In each corner from top, remove four 6-32x3/8" PPZ screws.

CAUTION:  Be careful not to damage lens during next step.

Step 5. Carefully lay luminaire on its side, ensuring that lens does not come into contact with any 
surface.

Step 6. At bottom of enclosure, remove four 1/4-20 x 1/2" socket screws and 1/4" split lock washers 
and remove ventilation cover.

Step 7. Remove both handles by removing two 10-32x5/8" PPB screws at each.
Step 8. At enclosure bottom, remove four 6-32x1/4" PPB screws and both side covers.
Step 9. At enclosure bottom, remove two 6-32x3/8" PPB screws, APS side bracket and front cover 

from ballast side.
Step 10. At ballast, disconnect wiring:
Step 11. Pull wires through ferrite core.
Step 12. At bottom of enclosure, remove three 8-32x3/8" PFZ screws and two 8/32x3/8" PPZ screws 

which secure ballast module to enclosure.
Step 13. Remove ballast module.
Step 14. Install replacement assembly by performing Steps 2-13 in reverse order.

- Refer to figure and table on page 47 -
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Table 3: VL3000 Ballast Connector Locations

Figure 2-26:  VL3000 Ballast Assembly Replacement
- See next page for instructions on the new style ballast -

Location Connector

J102 2-Pos Connector
J103 3-Pos Mate N Lok
J108 Red 1+ (Choke)
J109 Dark Blue 2– (Choke)
J110 Orange 3+ (Choke)
J111 Orange 4– (Choke)
J112 8-Pos MTA
J113 3-Pos MTA
J202 Lamp Wires (Black)
J203 Lamp Wires (White)
J204 Light Blue (Choke)
J205 Red (Choke)

1)

Some components not shown for clarity.
NOTE:

Front Cover

6-32×3/8"
PPZ Screw (8)

Side Cover (2)

APS Side
Bracket

10-32x5/8" PPB Screw (2)

Handle

8-32×3/8” 
PFZ Screw (3)

Ballast 
Module

Ferrite core
Pull wires through here.

8-32x3/8"
PPZ Screws (2)

2)
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Repair/Replacement Procedure (New Style Ballast) 
Step 1. Using console or internal menus, run lens as far to the rear as possible.
Step 2. Disconnect luminaire AC input cable from power source.
Step 3. At each top enclosure cover, remove two 6-32x1/4" PPB screws and remove cover.
Step 4. In each corner from top, remove four 6-32x3/8" PPZ screws.

CAUTION:  Be careful not to damage lens during next step.

Step 5. Carefully lay luminaire on its side, ensuring that lens does not come into contact with any 
surface.

Step 6. At bottom of enclosure, remove four 1/4-20x1/2" socket screws and 1/4" split lock washers 
and remove ventilation cover (as shown in Figure 2-26 on page 47).

Step 7. Remove both handles by removing two 10-32x5/8" PPB screws at each.
Step 8. At enclosure bottom, remove four 6-32x1/4" PPB screws and both side covers.

Step 9. At enclosure bottom, remove two 6-32x3/8" PPB screws, APS side bracket and front cover 
from ballast side.

Step 10. At ballast, disconnect the following cable assemblies:
a. Lamp wires
b. AC input
c. Control wiring

Step 11. Pull lamp wires through ferrite core.
Step 12. At bottom of enclosure, remove three 8-32x3/8" PFZ screws and four 8/32x3/8" PPZ screws 

which secure ballast module to enclosure.
Step 13. Remove ballast module.
Step 14. Install replacement assembly by performing Steps 2-13 in reverse order.

Figure 2-27:  VL3000 Ballast Replacement (New Style)

1200-Watt Ballast

Some components not shown for clarity.
NOTE:

Cable must be routed through Ferrite

Route Lamp to Supply Cable as shown - 
same as original cable assembly.

Assembly

Back of Display

Lamp Supply to Relay
Cable Assembly
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80MM Fan Replacement

VL Part No:  40.7145.0004

Repair/Replacement Procedure
Step 1. Disconnect luminaire AC input cable from power source.
Step 2. Remove top head cover by loosening four quarter-turn captive locking screws. Top cover is 

identifiable as the cover on top when back label is such that words are displayed correct side 
up.

Step 3. At 80MM fan, remove three 6-32 x 1/2" SCZ Allen screws and one 6-32 x 3/8" SCB Allen 
screw.

Step 4. Disconnect wiring from 80MM fan.
Step 5. After removing 80MM fan, remove four 6-32 x 3/8" PPZ screws and 6-32 KEPS nuts. Then 

remove Fan guard.
Step 6. Replace by performing steps 2 through 5 in reverse order. 

Note:  Be sure and orient fan properly, air should flow TOWARDS lamp.

- Refer to the next page for further instructions -



VARI❋LITE® - VL3000™ SERIES LUMINAIRE SERVICE MANUAL

50 02.9678.0010 F

Note:  Fixtures manufactured before 02/17/05 do NOT have a heat shield installed between the 80MM 
fan and the lamp house.

Figure 2-28:  VL3000 80MM Fan Replacement

80MM Fan
Assembly

Shield Orientation:

80 mm Fan Shield Orientation

Shield must mimic and cover fan housing.

Fan

Fan

Assembly

Shield

Fan Shield

Note fan air flow indicator

80 mm Fan Assembly

80 mm Fan Assembly

Series 3000 Back End Assembly

Front of Luminaire

(see note above)

Note:
Other components removed for clarity.
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Transfer Fan Assembly Replacement

VL Part No:  21.9678.0678.01 (Spot)
VL Part No:  21.9678.0678.02 (Wash)

Repair/Replacement Procedure
Step 1. Disconnect luminaire AC input cable from power source.
Step 2. Remove top head cover by loosening four quarter-turn captive locking screws. Top cover is 

identifiable as the cover on top when back label is such that words are displayed correct side 
up.

Step 3. Disconnect transfer fan wiring from zoom interconnect PCB.
Step 4. At transfer fan assembly, loosen four 6-32 x 3/8" PPZ screws and slide assembly off Gobo 

assembly.
Step 5. Replace by performing steps 2 through 4 in reverse order.

Figure 2-17:  VL3000 Transfer Fan Assembly Replacement

Top Head Cover

Transfer Fan Assembly
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Gobo/Color (Dual) Fan Assembly Replacement

VL Part No:  21.9678.0659.01
VL Part No:  21.9678.0660.01

Repair/Replacement Procedure
Step 1. Disconnect luminaire AC input cable from power source.
Step 2. Remove both top and bottom head cover by loosening four quarter-turn captive locking 

screws.
Step 3. Disconnect fan wiring from zoom interconnect pcb.
Step 4. At fan duct micro-switch, remove two 4-40x5/8" PPZ screws and remove micro-switch.
Step 5. At Fan assembly, remove four 6-32x3/8" PPZ screws and remove fan assembly.
Step 6. Replace by performing steps 2 through 5 in reverse order.

Note:  Some early-production wash fixtures only have one fan mounted to dual fan assembly. All 
current production fixtures have two fans.

Figure 2-18:  VL3000 Gobo/Color (Dual) Fan Assembly Replacement

Gobo/Color Fan Assembly Gobo/Color Fan Assembly
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Yoke Fan Assembly (x2) Replacement

VL Part No:  22.9661.0609
VL Part No:  22.9678.0609

Repair/Replacement Procedure
Step 1. Disconnect luminaire AC input cable from power source.
Step 2. Remove yoke cover from side with fan being replaced by removing four 6-32 x 5/16" PPB 

screws.
Step 3. Disconnect wiring from fan.
Step 4. Remove four 4-40x1/4" PFSS screws (two per side of yoke) and remove fan.
Step 5. Replace by performing steps 2 through 4 in reverse order.

Figure 2-19:  VL3000 Yoke Fan Assembly Replacement

Yoke Fan Assembly

Some components not shown for clarity.
NOTE:

Yoke Assembly

Screws 
(2 per side)

Yoke Fan Assembly

Screws 
(2 per side)
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Upper Enclosure Fan Assembly Replacement

VL Part No:  23.9678.0686
VL Part No:  23.9678.0888

Repair/Replacement Procedure
Step 1. Disconnect luminaire AC input cable from power source.
Step 2. At enclosure, remove two 6-32x1/4" LG PPZ screws from display side cover and remove 

cover.

Step 3. At power supply, disconnect wiring:

Step 4. Remove one 6-32x3/8" LG PPZ screw.
Step 5. Loosen two 6-32x3/8" LG PPZ screws and slide LVS towards upper enclosure fan to 

remove.
Step 6. At fan, remove three 6-32x3/8" PPZ screws and remove fan.
Step 7. Replace by performing steps 2 through 6 in reverse order.

Figure 2-20:  VL3000 Upper Enclosure Fan Assembly Replacement

Location Connector

N White AC Wires
L Black AC Wires
V + Red DC Wires
V - Black DC Wires

Some components not shown for clarity.
NOTE:

Display Cover
Fan Assembly

1) Fan Assembly 2)
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Display PCB Assembly Replacement

VL Part No:  24.9678.3825

Repair/Replacement Procedure
Step 1. Disconnect luminaire AC input cable from power source.
Step 2. At enclosure, remove two 6-32x1/4" LG PPZ screws from display side cover and remove 

cover.

Step 3. At power supply, disconnect wiring:

Step 4. Remove one 6-32x3/8" LG PPZ screw.
Step 5. Loosen two 6-32x3/8" LG PPZ screws and slide LVS towards upper enclosure fan to 

remove.
Step 6. At Display PCB, remove two 6-32x3/8" PPZ screws, remove Display stiffener bracket and 

lift PCB out of slot on bottom of chassis.
Step 7. Carefully disconnect wiring from PCB.
Step 8. Replace by performing steps 2 through 7 in reverse order.

Figure 2-21:  VL3000 Display PCB Assembly Replacement

Location Connector

N White AC Wires
L Black AC Wires
V + Red DC Wires
V - Black DC Wires

Some components not
NOTE:

Display Cover

Display

Display PCB

Display Panel Assembly

Display Panel AssemblyLVS Power Supply

shown for clarity.
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Notes
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CHAPTER 3.

Illustrated Parts Breakdown
This chapter contains illustrated parts breakdowns for all VL3000 assemblies.

•  Drawing Trees

•  Top Assembly

•  Head Assembly

•  Yoke Assembly

•  Head/Yoke PCB Assemblies

•  Enclosure Assembly

•  Cable Assemblies
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Drawing Trees

VL3000 Spot Luminaire

Figure 3-1:  VL3000 Spot Luminaire Subassembly Drawing Tree Part 1

VL3000 Spot Luminaire
20.9678.0001 Rev P

Motor/Adapter Plate 
Assembly

21.9678.0331 Rev 0

continued next page

Transfer Fan Assembly
21.9678.0678.01 Rev C 

Head Cover Assembly
21.9678.8611 Rev 0

Dual Fan Tray/Duct 
Assembly

21.9678.0660.01 Rev B

Rod Clamp Assembly
22.9678.0149 Rev B

Edge Lead Screw 
Assembly

22.9678.1126 Rev B

Gobo Clamp Assembly
22.9678.0693 Rev A

Color Clamp Assembly
22.9678.0694 Rev A

VL3000 Controller PCB
24.9678.3730 Rev 0

Generic Luminaire 
Assemblies

21.9678.0010.01 Rev G

Spot Gobo Assembly
21.9678.0200 Rev H 

(Spot Only)

Hot Box Assembly
21.9678.8640.01 Rev D 

(Spot)

Color/Dimmer/Strobe 
Assembly

22.9678.0402 Rev M

Backcap Interlok to Gobo 
Fan Interlok Cable 

Assembly
25.9678.0014 Rev B

Relay to Gobo Fan 
Interlock Cable Assembly

25.9678.0675 Rev B

Yoke Assembly
21.9678.0700 Rev J

Upper Enclosure Assembly
21.9678.0800.01 Rev NN

Tilt Motor Assembly
21.9678.0765 Rev E

Relay Electrical 
Assembly

23.9650.3327 Rev B

Solid State Ignitor PCB
24.9661.3126 Rev 0

Yoke Fan and Relay 
Cable Assembly

25.9678.0681 Rev C

Yoke Fan Cable 
Assembly

25.9678.0758 Rev A

Fixed Color Wheel 
Assembly

21.9678.0334 Rev D

Dimmer Wheel 
Assembly

22.9678.0435 Rev D

Strobe Assembly
22.9678.0403 Rev F

Cyan Wheel Assembly
22.9678.0472 Rev C

Yellow Wheel Assembly
22.9678.0474 Rev B

Magenta Wheel 
Assembly

22.9678.0476 Rev B

CTO Wheel Assembly
22.9678.0478 Rev B

Color Sensor PCB #1 
Mount Assembly

22.9678.0481 Rev B

Color Sense PCB #2 
Mount Assembly

22.9678.0489 Rev B

Wheel Position Sensor 
PCB Assembly

24.9678.3240 Rev 0

Rotating Gobo Wheel 
Assembly

21.9678.0210 Rev B

Head Structure 
Assembly

21.9678.0600 Rev C

Backend Assembly
21.9678.0615 Rev S

Rotating Effects Wheel 
Assembly

21.9678.0211 Rev B

Iris Assembly
21.9678.0270 Rev A

Index Sensor PCB 
Assembly

24.9663.3231 Rev 0

Air Duct OT Switch 
Cable Assembly

25.9678.0690 Rev 0 

OT Switch to Interlok 
Cable Assembly

25.9678.0682 Rev C

Wheel Position Sensor 
PCB Assembly

24.9678.3240 Rev 0

Spot Optic Assembly
22.9678.0103 Rev R (Spot 

Only)

continued next page
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VL3000 Spot Luminaire (continued)

Figure 3-2:  VL3000 Spot Luminaire Subassembly Drawing Tree Part 2

Upper Enclosure Assembly
21.9678.0800.01 Rev NN

Spot Optic Assembly
22.9678.0103 Rev R (Spot Only)

Zoom Box Assembly
21.9678.0110 Rev F

Group 1 Lens Assembly
22.9678.1181 Rev A

Group 2 Lens Assembly
22.9678.0182 Rev A

Group 3 Lens Assembly
22.9678.0183 Rev 0

Group 4 Lens Assembly
22.9678.0199 Rev 0

Right Edge Bearing 
Assembly

22.9678.1103 Rev C

Left Edge Bearing Assembly
22.9678.1105 Rev C

Zoom Cam Assembly
22.9678.1106 Rev B

Zoom Motor Tensioning 
Assembly

22.9678.1113 Rev B

Interconnect Light Shield 
Assembly

22.9678.1115 Rev D

Zoom Sensor (Target) PCB 
Assembly

24.9678.3112 Rev 0

DMX Input PCB
24.9663.3830 Rev B

Display PCB
24.9678.3825 Rev A

Pan Pulley Assembly
21.9678.0807 Rev E

Pan Motor Assembly
21.9678.0864 Rev E

Pan Tube Assembly
21.9678.0881 Rev 0

Panel Assembly
21.9678.0805 Rev L

Upper Enclosure Fan 
Assembly

23.9678.0686

EMI Filter to Power Switch 
Cable Assembly

25.9678.0811 Rev C

AC Input Splitter Cable 
Assembly

25.9678.0812 Rev E

Data I/O Link Cable 
Assembly

25.9678.0813 Rev A

Display Cable Assembly
25.9678.1825 Rev E

Ballast to Controller Cable 
Assembly

25.9678.0816 Rev A

DC Output Cable Assembly
25.9678.0821 Rev E

Pan/Tilt Control Cable 
Assembly

25.9678.0818 Rev B

LVS to Yoke AC Fan Cable 
Assembly

25.9678.0843 Rev A

continued from previous page continued from previous page

Chassis To Yoke Ground 
Cable Assembly

25.9661.1520 Rev C

LVS Chassis Ground Cable 
Assembly

25.9661.1514 Rev A

Lamp Supply to Relay Cable 
Assembly

25.9678.0829 Rev A
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VL3000 Wash Luminaire

Figure 3-3:  VL3000 Wash Luminaire Subassembly Drawing Tree Part 1

VL3000 Wash Luminaire
20.9678.0002 Rev M

Motor/Adapter Plate 
Assembly

21.9678.0331 Rev 0

continued next page

Transfer Fan Assembly
21.9678.0678.02 Rev C 

Head Cover Assembly
21.9678.8611 Rev 0

Dual Fan Tray/Duct 
Assembly

21.9678.0660.01 Rev B

Rod Clamp Assembly
22.9678.0149 Rev B

Edge Lead Screw 
Assembly

22.9678.1126 Rev B

Gobo Clamp Assembly
22.9678.0693 Rev A

Color Clamp Assembly
22.9678.0694 Rev A

VL3000 Controller PCB
24.9678.3730 Rev 0

Generic Luminaire 
Assemblies

21.9678.0010.01 Rev G

Beam Spreader Assembly
21.9678.0910 Rev A 

(Wash Only)

Hot Box Assembly
21.9678.8640.02 Rev D 

(Wash)

Color/Dimmer/Strobe 
Assembly

22.9678.0402 Rev M

Backcap Interlok to Gobo 
Fan Interlok Cable 

Assembly
25.9678.0014 Rev B

Relay to Gobo Fan 
Interlock Cable Assembly

25.9678.0675 Rev B

Yoke Assembly
21.9678.0700 Rev J

Upper Enclosure Assembly
21.9678.0800.01 Rev NN

Tilt Motor Assembly
21.9678.0765 Rev E

Relay Electrical 
Assembly

23.9650.3327 Rev B

Solid State Ignitor PCB
24.9661.3126 Rev 0

Yoke Fan and Relay 
Cable Assembly

25.9678.0681 Rev C

Yoke Fan Cable 
Assembly

25.9678.0758 Rev A

Fixed Color Wheel 
Assembly

21.9678.0334 Rev D

Dimmer Wheel 
Assembly

22.9678.0435 Rev D

Strobe Assembly
22.9678.0403 Rev F

Cyan Wheel Assembly
22.9678.0472 Rev C

Yellow Wheel Assembly
22.9678.0474 Rev B

Magenta Wheel 
Assembly

22.9678.0476 Rev B

CTO Wheel Assembly
22.9678.0478 Rev B

Color Sensor PCB #1 
Mount Assembly

22.9678.0481 Rev B

Color Sense PCB #2 
Mount Assembly

22.9678.0489 Rev B

Wheel Position Sensor 
PCB Assembly

24.9678.3240 Rev 0

Stationary Concave 
Lens Assembly

21.9678.0920 Rev A 

Head Structure 
Assembly

21.9678.0600 Rev C

Backend Assembly
21.9678.0615 Rev S

Translating Convex 
Lens Assembly

21.9678.0930 Rev B 

Condenser Lens 
Assembly

21.9678.0940 Rev C 

Air Duct OT Switch 
Cable Assembly

25.9678.0691 Rev 0

OT Switch to Interlok 
Cable Assembly

25.9678.0682 Rev C

Wash Zoom 
Interconnect PCB 

Assembly
24.9678.3916 Rev 0 

Aperture Bulkhead 
Assembly

21.9678.0950 Rev B 
(Wash Only)

Beam Spreader Light 
Baffle Assembly

21.9678.0991 Rev A 
(Wash Only)
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VL3000 Wash Luminaire (continued)

Figure 3-4:  VL3000 Wash Luminaire Subassembly Drawing Tree Part 2

DMX Input PCB
24.9663.3830 Rev B

Display PCB
24.9678.3825 Rev A

Pan Pulley Assembly
21.9678.0807 Rev E

Pan Motor Assembly
21.9678.0864 Rev E

Pan Tube Assembly
21.9678.0881 Rev 0

Panel Assembly
21.9678.0805 Rev L

Upper Enclosure Fan 
Assembly

23.9678.0686

EMI Filter to Power Switch 
Cable Assembly

25.9678.0811 Rev C

AC Input Splitter Cable 
Assembly

25.9678.0812 Rev E

Data I/O Link Cable 
Assembly

25.9678.0813 Rev A

Display Cable Assembly
25.9678.1825 Rev E

Ballast to Controller Cable 
Assembly

25.9678.0816 Rev A

DC Output Cable Assembly
25.9678.0821 Rev E

Pan/Tilt Control Cable 
Assembly

25.9678.0818 Rev B

LVS to Yoke AC Fan Cable 
Assembly

25.9678.0843 Rev A

continued from previous page

Chassis To Yoke Ground 
Cable Assembly

25.9661.1520 Rev C

LVS Chassis Ground Cable 
Assembly

25.9661.1514 Rev A

Lamp Supply to Relay Cable 
Assembly

25.9678.0829 Rev A

Upper Enclosure Assembly
21.9678.0800.01 Rev NN
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VL3000 Quiet Spot Luminaire

Figure 3-5:  VL3000Q Spot Luminaire Subassembly Drawing Tree Part 1

VL3000Q Spot Luminaire
20.9678.0003 Rev E

Motor/Adapter Plate 
Assembly

21.9678.0331 Rev 0

continued next page

Transfer Fan Assembly
21.9678.0678.01 Rev C 

Head Cover Assembly
21.9678.8611 Rev 0

Dual Fan Tray/Duct 
Assembly

21.9678.0659.01 Rev D

Rod Clamp Assembly
22.9678.0149 Rev B

Edge Lead Screw 
Assembly

22.9678.1126 Rev B

Gobo Clamp Assembly
22.9678.0693 Rev A

Color Clamp Assembly
22.9678.0694 Rev A

VL3000 Controller PCB
24.9678.3730 Rev 0

Generic Luminaire 
Assemblies

21.9678.0011.01 Rev C

Spot Gobo Assembly
21.9678.0200 Rev H 

(Spot Only)

Hot Box Assembly
21.9678.8698.01 Rev C 

(Quiet Spot)

Color/Dimmer/Strobe 
Assembly

22.9678.0462 Rev D 

Backcap Interlok to Gobo 
Fan Interlok Cable 

Assembly
25.9678.0014 Rev B

Relay to Gobo Fan 
Interlock Cable Assembly

25.9678.0675 Rev B

Yoke Assembly
21.9678.0701 Rev B 

Upper Enclosure Assembly
21.9678.0801.01 Rev Y 

Tilt Motor Assembly
21.9678.0765 Rev E

Relay Electrical 
Assembly

23.9650.3327 Rev B

Solid State Ignitor PCB
24.9661.3126 Rev 0

Yoke Fan and Relay 
Cable Assembly

25.9678.0681 Rev C

Yoke Fan Cable 
Assembly

25.9678.0758 Rev A

Fixed Color Wheel 
Assembly

21.9678.0334 Rev D

Dimmer Wheel 
Assembly

22.9678.0435 Rev D

Strobe Assembly
22.9678.0463 Rev B

Cyan Wheel Assembly
22.9678.0472 Rev C

Yellow Wheel Assembly
22.9678.0474 Rev B

Magenta Wheel 
Assembly

22.9678.0476 Rev B

CTO Wheel Assembly
22.9678.0478 Rev B

Color Sensor PCB #1 
Mount Assembly

22.9678.0481 Rev B

Color Sense PCB #2 
Mount Assembly

22.9678.0489 Rev B

Wheel Position Sensor 
PCB Assembly

24.9678.3240 Rev 0

Rotating Gobo Wheel 
Assembly

21.9678.0210 Rev B

Head Structure 
Assembly

21.9678.0601 Rev A 

Backend Assembly
21.9678.0616 Rev G 

Rotating Effects Wheel 
Assembly

21.9678.0211 Rev B

Iris Assembly
21.9678.0270 Rev A

Index Sensor PCB 
Assembly

24.9663.3231 Rev 0

Air Duct OT Switch 
Cable Assembly

25.9678.0690 Rev 0 

OT Switch to Interlok 
Cable Assembly

25.9678.0682 Rev C

Wheel Position Sensor 
PCB Assembly

24.9678.3240 Rev 0

Spot Optic Assembly
22.9678.0103 Rev R (Spot 

Only)

continued next page
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VL3000Q Spot Luminaire (continued)

Figure 3-6:  VL3000Q Spot Luminaire Subassembly Drawing Tree Part 2

Upper Enclosure Assembly
21.9678.0801.01 Rev Y 

Spot Optic Assembly
22.9678.0103 Rev R (Spot Only)

Zoom Box Assembly
21.9678.0110 Rev F

Group 1 Lens Assembly
22.9678.1181 Rev A

Group 2 Lens Assembly
22.9678.0182 Rev A

Group 3 Lens Assembly
22.9678.0183 Rev 0

Group 4 Lens Assembly
22.9678.0199 Rev 0

Right Edge Bearing 
Assembly

22.9678.1103 Rev C

Left Edge Bearing Assembly
22.9678.1105 Rev C

Zoom Cam Assembly
22.9678.1106 Rev B

Zoom Motor Tensioning 
Assembly

22.9678.1113 Rev B

Interconnect Light Shield 
Assembly

22.9678.1115 Rev D

Zoom Sensor (Target) PCB 
Assembly

24.9678.3112 Rev 0

DMX Input PCB
24.9663.3830 Rev B

Display PCB
24.9678.3825 Rev A

Pan Pulley Assembly
21.9678.0807 Rev E

Pan Motor Assembly
21.9678.0864 Rev E

Pan Tube Assembly
21.9678.0881 Rev 0

Panel Assembly
21.9678.0805 Rev L

Upper Enclosure Fan 
Assembly

23.9678.0888

EMI Filter to Power Switch 
Cable Assembly

25.9678.0811 Rev C

AC Input Splitter Cable 
Assembly

25.9678.0812 Rev E

Data I/O Link Cable 
Assembly

25.9678.0813 Rev A

Display Cable Assembly
25.9678.1825 Rev E

Ballast to Controller Cable 
Assembly

25.9678.0816 Rev A

DC Output Cable Assembly
25.9678.0821 Rev E

Pan/Tilt Control Cable 
Assembly

25.9678.0818 Rev B

LVS to Yoke AC Fan Cable 
Assembly

25.9678.0843 Rev A

continued from previous page continued from previous page

Chassis To Yoke Ground 
Cable Assembly

25.9661.1520 Rev C

LVS Chassis Ground Cable 
Assembly

25.9661.1514 Rev A

Lamp Supply to Relay Cable 
Assembly

25.9678.0829 Rev A
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VL3000 Quiet Wash Luminaire

Figure 3-7:  VL3000Q Wash Luminaire Subassembly Drawing Tree Part 1

VL3000Q Wash Luminaire
20.9678.0004 Rev F

Motor/Adapter Plate 
Assembly

21.9678.0331 Rev 0

continued next page

Transfer Fan Assembly
21.9678.0678.02 Rev C 

Head Cover Assembly
21.9678.8611 Rev 0

Dual Fan Tray/Duct 
Assembly

21.9678.0659.01 Rev D

Rod Clamp Assembly
22.9678.0149 Rev B

Edge Lead Screw 
Assembly

22.9678.1126 Rev B

Gobo Clamp Assembly
22.9678.0693 Rev A

Color Clamp Assembly
22.9678.0694 Rev A

VL3000 Controller PCB
24.9678.3730 Rev 0

Generic Luminaire 
Assemblies

21.9678.0011.01 Rev C

Beam Spreader Assembly
21.9678.0910 Rev A 

(Wash Only)

Hot Box Assembly
21.9678.8698.02 Rev C 

(Quiet Wash)

Color/Dimmer/Strobe 
Assembly

22.9678.0462 Rev D 

Backcap Interlok to Gobo 
Fan Interlok Cable 

Assembly
25.9678.0014 Rev B

Relay to Gobo Fan 
Interlock Cable Assembly

25.9678.0675 Rev B

Yoke Assembly
21.9678.0701 Rev B 

Upper Enclosure Assembly
21.9678.0800.01 Rev NN

Tilt Motor Assembly
21.9678.0765 Rev E

Relay Electrical 
Assembly

23.9650.3327 Rev B

Solid State Ignitor PCB
24.9661.3126 Rev 0

Yoke Fan and Relay 
Cable Assembly

25.9678.0681 Rev C

Yoke Fan Cable 
Assembly

25.9678.0758 Rev A

Fixed Color Wheel 
Assembly

21.9678.0334 Rev D

Dimmer Wheel 
Assembly

22.9678.0435 Rev D

Strobe Assembly
22.9678.0403 Rev F

Cyan Wheel Assembly
22.9678.0472 Rev C

Yellow Wheel Assembly
22.9678.0474 Rev B

Magenta Wheel 
Assembly

22.9678.0476 Rev B

CTO Wheel Assembly
22.9678.0478 Rev B

Color Sensor PCB #1 
Mount Assembly

22.9678.0481 Rev B

Color Sense PCB #2 
Mount Assembly

22.9678.0489 Rev B

Wheel Position Sensor 
PCB Assembly

24.9678.3240 Rev 0

Stationary Concave 
Lens Assembly

21.9678.0920 Rev A 

Head Structure 
Assembly

21.9678.8611 Rev 0

Backend Assembly
21.9678.0616 Rev G 

Translating Convex 
Lens Assembly

21.9678.0930 Rev B 

Condenser Lens 
Assembly

21.9678.0940 Rev C 

Air Duct OT Switch 
Cable Assembly

25.9678.0690 Rev 0 

OT Switch to Interlok 
Cable Assembly

25.9678.0682 Rev C

Wash Zoom 
Interconnect PCB 

Assembly
24.9678.3916 Rev 0 

Aperture Bulkhead 
Assembly

21.9678.0950 Rev B 
(Wash Only)

Beam Spreader Light 
Baffle Assembly

21.9678.0991 Rev A 
(Wash Only)
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VL3000Q Wash Luminaire (continued)

Figure 3-8:  VL3000Q Wash Luminaire Subassembly Drawing Tree Part 2

DMX Input PCB
24.9663.3830 Rev B

Display PCB
24.9678.3825 Rev A

Pan Pulley Assembly
21.9678.0807 Rev E

Pan Motor Assembly
21.9678.0864 Rev E

Pan Tube Assembly
21.9678.0881 Rev 0

Panel Assembly
21.9678.0805 Rev L

Upper Enclosure Fan 
Assembly

23.9678.0888

EMI Filter to Power Switch 
Cable Assembly

25.9678.0811 Rev C

AC Input Splitter Cable 
Assembly

25.9678.0812 Rev E

Data I/O Link Cable 
Assembly

25.9678.0813 Rev A

Display Cable Assembly
25.9678.1825 Rev E

Ballast to Controller Cable 
Assembly

25.9678.0816 Rev A

DC Output Cable Assembly
25.9678.0821 Rev E

Pan/Tilt Control Cable 
Assembly

25.9678.0818 Rev B

LVS to Yoke AC Fan Cable 
Assembly

25.9678.0843 Rev A

continued from previous page

Chassis To Yoke Ground 
Cable Assembly

25.9661.1520 Rev C

LVS Chassis Ground Cable 
Assembly

25.9661.1514 Rev A

Lamp Supply to Relay Cable 
Assembly

25.9678.0829 Rev A

Upper Enclosure Assembly
21.9678.0801.01 Rev Y 
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Top Assembly

Included Items Kit, Spot

28.9678.0001 Rev H

Refer to Figure 3-9.

No. Item Qty. UM. Description
1 02.8001.0001 1 EA PRODUCT SUPPORT SHEET, VARI-LITE CUSTOMER SERVICE

2 02.8052.0001 1 EA CARD, LIMITED WARRANTY

3 02.8406.0001 1 EA TAG, LAMP NOTICE

4 02.8700.0001 1 EA CARD, PRODUCT REGISTRATION

5 02.9678.0002 1 EA UNPACK/QUICK START SHEET, VL3000

- 04.4037.0001 5 EA LABEL, 2.5 X .5 BARCODE (not shown)

- 07.9678.0036 1 EA CARDBOARD SHIPPING BOX, VL3000 (not shown)

6 08.3000.0001 1 EA CD-ROM, VL3000 PRODUCT DOCUMENTATION, USER

7 22.9661.1636 2 EA FAB ASSY, BRACKET TRUSS HOOK

8 41.6030.4211 1 EA GOBO ASSY, UNEVEN BARS (POS 2-4)

9 41.6030.5011 1 EA GOBO ASSY, NIGHT SKY (POS 1-3)

10 41.6030.5503 1 EA GOBO ASSY, PALM LEAVES (POS 2-2)

11 41.6030.5523 1 EA GOBO ASSY, TRIBAL BREAKUP (POS 1-4)

12 41.6030.6011 1 EA GOBO ASSY, CIRCLE OF OVALS (POS 3-5)

13 41.6030.7002 1 EA GOBO ASSY, PEBBLES (POS 1-5)

14 41.6030.7014 1 EA GOBO ASSY, TRIANGLE BREAKUP (POS 3-4)

15 41.6030.7018 1 EA GOBO ASSY, SHOCK BREAKUP (POS 2-3)

16 41.6030.7029 1 EA GOBO ASSY, ALPHA RAYS (POS 1-2)

17 41.6030.8003 1 EA GAG ASSY, 3-FACET PRISM (POS 3-2)

18 41.6030.8503 1 EA GAG ASSY, GLACIER (POS 1-6)

19 41.6030.8506 1 EA GAG ASSY, DROPLETS (POS 2-6)

20 41.6030.8509 1 EA GAG ASSY, ICE BLOCKS (POS 2-5)

21 41.6030.8801 1 EA GOBO ASSY, MULTI-COLOR CIRCLES (POS 3-3)

22 71.2557.1200 1 EA LAMP, 1200 WATT SHORT ARC, DOUBLE-ENDED
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Included Items Kit, Spot (continued)

Figure 3-9:  Included Items Kit, Spot

Note:  * = Do not handle lamp with bare hands.  When handling, it is best to wear clean cotton gloves 
in order to keep the lamp’s glass as dirt and grease free as possible.
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7 (x2)
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22*

32

16 9 11 13 18

Alpha Rays Night Sky Tribal Break-Up Pebbles Glacier Gag

10 15 8 20 19

Palm Leaves Shock Break-Up Uneven Bars Ice Blocks Gag Droplets Gag

17 12 14 21

3-Facet Prism Circle of Ovals Triangle Break-Up Multi-Colored 
Gobo



VARI❋LITE® - VL3000™ SERIES LUMINAIRE SERVICE MANUAL

68 02.9678.0010 F

Included Items Kit, Wash

28.9678.0002 Rev F

Refer to Figure 3-10.

Figure 3-10:  Included Items Kit, Wash

Note:  * = Do not handle lamp with bare hands.  When handling, it is best to wear clean cotton gloves 
in order to keep the lamp’s glass as dirt and grease free as possible.

No. Item Qty. UM. Description
1 02.8001.0001 1 EA PRODUCT SUPPORT SHEET, VARI-LITE CUSTOMER SERVICE

2 02.8052.0001 1 EA CARD, LIMITED WARRANTY

3 02.8700.0001 1 EA CARD, PRODUCT REGISTRATION

4 02.9678.0002 1 EA UNPACK/QUICK START SHEET, VL3000

- 04.4037.0001 5 EA LABEL, 2.5 X .5 BARCODE (not shown)

- 07.9678.0036 1 EA CARDBOARD SHIPPING BOX, VL3000 (not shown)

5 08.3000.0001 1 EA CD-ROM, VL3000 PRODUCT DOCUMENTATION, USER

6 22.9661.1636 2 EA FAB ASSY, BRACKET TRUSS HOOK

7 71.2557.1200 1 EA LAMP, 1200 WATT SHORT ARC, DOUBLE-ENDED

54

32

6 (x2)

1

7*
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VL3000 and VL3000Q Spot Luminaire

20.9678.0001 Rev P
20.9678.0003 Rev E

Refer to Figure 3-11

No. Item Qty. UM. Description
- 02.8405.0001 1 EA AC DANGER TAG, VL3000 (not shown)

- 04.9661.0033.01 1 EA LABEL, WARNING - 2000 SERIES (not shown)

- 04.9661.0039 1 EA LABEL, LINE CORD WARNING (not shown)

- 04.9678.0041.01 1 EA LABEL, AC INPUT RATING VL3000 (not shown)

- 04.9678.0061 1 EA LABEL, AC INPUT RATING VL3000Q (not shown)

- 10.9678.0609 1 EA FRONT FILTER, FOAM, ZOOM (not shown)

1 10.9661.0617 1 EA YOKE CROSSMEMBER, HEAT SHIELD

2 10.9686.0732 2 EA COVER, YOKE THERMOFORM

3 10.9678.0670 1 EA INTERCONNECT PCB MOUNT, CYM

4 10.9678.0671 1 EA INTERCONNECT PCB MOUNT, RG

5 10.9678.0658 10 EA PLATE, COUNTERWEIGHT

6 21.9678.0010.01 1 EA ASSY, GENERIC LUMINAIRE

7 21.9678.0200 1 EA ASSY, SPOT GOBO

8 21.9678.8640.01 1 EA ASSY, HOT BOX, SPOT

21.9678.8698.01 1 EA ASSY, HOT BOX, QUIET SPOT

9 21.9678.0660.01 1 EA ASSY, FAN, TRAY DUCT

21.9678.0659.01 1 EA ASSY, FAN TRAY DUCT, QUIET SPOT

10 21.9678.0678.01 1 EA ASSY, TRANSFER FAN 

11 21.9678.8611 2 EA ASSY, HEAD COVER

12 22.9678.0103 1 EA ASSY, SPOT OPTIC

13 22.9678.0402 1 EA ASSY, CLR/DIM/STROB

22.9678.0462 1 EA ASSY, CLR/DIM/STROB, QUIET SPOT

14 22.9678.0149 4 EA ASSY, ROD CLAMP

15 22.9678.0693 2 EA ASSY, GOBO CLAMP

16 22.9678.0694 2 EA ASSY, COLOR CLAMP

17 22.9678.1126 1 EA ASSY, LEAD SCREW EDGE

18 24.9678.3730 1 EA PCB ASSY, VL3000 CONTROLLER

- 25.9678.0675 1 EA CABLE ASSY, RELAY TO GOBO INTERLOCK SWITCH (not shown)

- 25.9678.0689 1 EA CABLE ASSY, YOKE TO HEAD GND (not shown)

- 25.9678.0677 1 EA CABLE ASSY, FRONT HEAD FANS (not shown)
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- 25.9678.0715 1 EA CABLE ASSY, HEAD CONTROLLER (not shown)

- 28.9678.0001 1 EA INCLUDED ITEMS KIT, VL3000 SPOT (not shown)

19 53.2001.0003 4 EA NUT, 10-32 NYLON INSERT

20 53.2002.0003 4 EA NUT, 6-32 HEX ZINC NYLON IN

21 53.6543.0001 8 EA SCREW, 6-32 X 3/8" PPB

22 53.6558.0009 8 EA SCREW, 6-32 X 3/8"LG PPZ SEMS® *

23 53.6616.0001 4 EA SCREW, 6-32 X 3/4" PPZ SEMS

24 53.6579.0001 4 EA SCREW, 10-32 X 1/2" SCB

25 53.6613.0001 2 EA SCREW, 6-32 X 1/2" PPZ

26 53.6614.0003 4 EA SCREW, 6-32 X 5/8" PFZ

27 55.2284.0001 2 EA CARD GUIDE, 3" LONG SNAP IN

28 55.6506.0024 2 EA SPACER, 3/16"RND .1875"LG .141 THRU SS

29 55.6528.0001 2 EA WASHER, #6 FLAT ZINC

30 55.6573.0001 2 EA HARDENED SHAFT, 10MM DIA X 200MM HARDENED

31 55.6616.0001 4 EA STANDOFF, 3/8 "HEX 6-32 THRD

32 55.2150.0002 2 EA STANDOFF, 1/4 " HEX 6-32 1.188"LG MF STL  (changed 05-27-03)

33 55.6677.0033 4 EA WASHER, .201" OD .125" ID .032" THK FLAT SS 

34 53.6558.0007 4 EA SCREW, 6-32 X 1/4"LG PPZ SEMS EXT ZINC PLT (added 07-07-03)

- 55.6699.0003 .830 FT SLEEVING, 1/2"NOM.DIA. POLY (not shown)

- 55.6699.0004 1.16 FT SLEEVING, 3/4"NOM.DIA. POLY (not shown)

35 53.2202.0008 1 EA NUT, 8-32 HEX SS NYLON INSERT (added 05-24-04)

No. Item Qty. UM. Description

 

* SEMS® is a registered tradmakrk of Illinois Tool Works (ITW)
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VL3000 Spot Luminaire (continued)

Figure 3-11:  VL3000 and VL3000Q Spot Luminaire
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VL3000 and VL3000Q Wash Luminaire

20.9678.0002 Rev M
20.9678.0004 Rev F

Refer to Figure 3-12

No. Item Qty. UM. Description
- 02.8405.0001 1 EA AC DANGER TAG, VL3000 (not shown)

- 04.9661.0033.01 1 EA LABEL, WARNING - 2000 SERIES (not shown)

- 04.9661.0039 1 EA LABEL, LINE CORD WARNING (not shown)

- 04.9678.0041.01 1 EA LABEL, AC INPUT RATING VL3000 (not shown)

- 04.9678.0061 1 EA LABEL, AC INPUT RATING VL3000Q (not shown)

1 10.9661.0617 1 EA YOKE CROSSMEMBER, HEAT SHIELD

2 10.9678.0670 1 EA INTERCONNECT PCB MOUNT, CYM

3 10.9678.0732 2 EA COVER, YOKE THERMOFORM

4 21.9678.0010.01 1 EA ASSY, GENERIC LUMINAIRE (changed 05-24-04)

5 21.9678.0611 2 EA ASSY, HEAD COVER

21.9678.8611 2 EA ASSY, HEAD COVER, VL3000Q WASH

6 21.9678.8640.02 1 EA ASSY, WASH HOT BOX

21.9678.8698.02 1 EA ASSY, HOT BOX, VL3000Q WASH

7 21.9678.0660.01 1 EA ASSY, FAN, TRAY/DUCT (changed 03-01-05)

21.9678.0659.01 1 EA ASSY, FAN, TRAY/DUCT, VL3000Q WASH

8 21.9678.0678.02 1 EA ASSY, TRANSFER FAN (changed 11-11-03)

9 21.9678.0910 1 EA ASSY, BEAM SPREADER

10 21.9678.0991 2 EA ASSY, LIGHT BAFFLE BEAM SPREAD

11 21.9678.0950 1 EA ASSY, APERATURE BULKHEAD

12 22.9678.0149 2 EA ASSY, ROD CLAMP

13 22.9678.0402 1 EA ASSY, CLR/DIM/STROB

22.9678.0462 1 EA ASSY, CLR/DIM/STROB, VL3000Q WASH

14 22.9678.0693 2 EA ASSY, GOBO CLAMP

15 22.9678.0694 2 EA ASSY, COLOR CLAMP

16 24.9678.3730 1 EA PCB ASSY, VL3000 CONTROLLER

- 25.9678.0675 1 EA CABLE ASSY, RELAY TO GOBO FAN (not shown)

- 25.9678.0677 1 EA CABLE ASSY, FRONT HEAD FANS (not shown)

- 25.9678.0689 1 EA CABLE ASSY, YOKE TO HEAD GND (not shown)

- 25.9678.0715 1 EA CABLE ASSY, HEAD CONTROL (not shown)

- 28.9678.0002 1 EA INCLUDED ITEMS KIT, VL3000 WASH (not shown)
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17 53.6543.0001 8 EA SCREW, 6-32 X 3/8" PPB

18 53.6558.0009 11 EA SCREW, 6-32 X 3/8" LG PPZ SEMS

19 53.6558.0016 2 EA SCREW, 6-32 X 3/4" PPZ SEMS

20 53.6579.0001 4 EA SCREW, 10-32 X 1/2" SCB

21 53.6613.0001 2 EA SCREW, 6-32 X 1/2" PPZ

22 53.6682.0022 8 EA SCREW, 8-32 X 3/8" LG PPZ SEMS

23 55.2178.0001 1 EA CABLE ANCHOR MOUNT, #8 SCREW MOUNT

24 55.2284.0001 1 EA CARD GUIDE, 3" LONG SNAP IN

25 55.6506.0024 2 EA SPACER, 3/16" RND .1875" LG .141" THRU SS

26 55.6528.0001 2 EA WASHER, #6 FLAT ZINC

27 55.2150.0002 2 EA STANDOFF, 1/4 " HEX 6-32 1.188" LG MF STL  (changed 5-27-03)

28 55.6677.0033 4 EA WASHER, .281" OD .125" ID .032" THK FLAT SS 

29 53.6558.0007 2 EA SCREW, 6-32 X 1/4"LG PPZ SEMS EXT ZINC PLT (added 7-07-03)

- 55.6699.0003 .83 FT SLEEVING, 1/2"NOM.DIA. POLY (not shown)

- 55.6699.0004 1.16 FT SLEEVING, 3/4"NOM.DIA. POLY (not shown)

No. Item Qty. UM. Description
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VL3000 and VL3000Q Wash Luminaire (continued)

Figure 3-12:  VL3000 and VL3000Q Wash Luminaire
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Generic Luminaire Assemblies

21.9678.0010.01 Rev G
21.9678.0011.01 Rev C

Refer to Figure 3-13

* Only used with 22.9678.0705 (Yoke Structure) Rev. D or later or 22.9686.0705.  For prior versions 
of Yoke Structure, use Center of Travel Flag part number: 10.9678.0755.

No. Item Qty. UM. Description
1 21.9678.0600 1 EA ASSY, HEAD STRUCTURE

21.9678.0601 1 EA ASSY, HEAD STRUCTURE, VL3000 QUIET

2 21.9678.0700 1 EA ASSY, YOKE

21.9678.0701 1 EA ASSY, YOKE, VL3000 QUIET

3 21.9678.0707 1 EA ASSY, TILT PULLEY

3a - 10.9678.0750 1 EA TIMING PULLEY, 150 TOOTH

3b - 10.9678.0754 * 1 EA FLAG, CENTER OF TRAVEL, TILT

3c - 53.6530.0009 3 EA RIVET, 1/8"OD POP .126-.187GL

4 21.9678.0767 1 EA ASSY, STABILIZER

4a - 10.9678.0757 1 EA STABILIZER, 1.377DIA

4b - 10.9678.0762 1 EA BRACKET, STABLIZER

4c - 53.6610.0003 1 EA SCREW, 6-32 X 7/16" PPZ

4d - 55.6568.0075 1 EA SPRING, EXTSN .375"OD 1.00"LG .041" WIRE DIA

5 21.9678.0800.01 1 EA ASSY, UPPER ENCLOSURE

6 53.2019.0004 4 EA NUT, 3/8-16 X  7/32"THK  HEX JAM GRD5 ZINC PLT

7 53.6505.0020 5 EA BOLT, 1/4-28X  3/4"HX HD GRD 8 ZINC PLT FULL THRD

8 53.6505.0026 4 EA BOLT, 3/8-16 X .500"LG H X HD GRADE 5 BLK 9/16"HEX HEAD X .23 
TALL

9 53.6539.0001 4 EA WASHER, 3/8" SPLIT LOCK

10 53.5564.0250 1 EA SCREW, 6-32 X 1/4" PFB UNDERCUT (changed 04-07-06)

11 53.6624.0001 4 EA SCREW, 10-32 X 1/2"LG  PFB (changed 12-02-03)

12 53.6513.0044 3 EA SCREW, M5 X 10MM STL CUP PT  (changed 10-13-03)

13 54.1206.0014 2 EA RING, RETAINING  1.375"SHAFT  1.291"GRV DIA  .056"GRVWD  
EXTERNAL

14 54.1255.0001 2 EA BEARING ASSY, BLACK FLUSH MOUNT HOUSING

15 54.2055.0001 1 EA BELT, TIMING S2M 210GROOVE 9MMWIDE URETHANE/KEVLAR

16 55.6549.0001 5 EA WASHER, 1/4" SPLIT LOCK

17 55.6799.0001 2 EA SHIM, 1-3/8"ID, 1-7/8"OD, .010" THK, SS (added 7-14-03)

18 55.6799.0002 2 EA SHIM, 1-3/8"ID, 1-7/8"OD, .005" THK, SS (added 7-14-03)



VARI❋LITE® - VL3000™ SERIES LUMINAIRE SERVICE MANUAL

76 02.9678.0010 F

Generic Luminaire Assemblies (continued)

Figure 3-13:  VL3000 and VL3000Q Generic Luminaire Assemblies
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Head Assembly

Head Structure Assembly

21.9678.0600 Rev C
21.9678.0601 Rev A (VL3000 Quiet)

Refer to Figure 3-1

Figure 3-1:  Head Structure Assembly

No. Item Qty. UM. Description
1 10.9678.8620 1 EA FRONT CASTING

2 12.9678.8623 1 EA RIGHT SIDE RAIL, MACHINED

3 12.9678.8625 1 EA LEFT SIDE RAIL, MACHINED

4 21.9678.0615 1 EA ASSY, BACKEND

21.9678.0616 1 EA ASSY, BACKEND, VL3000 QUIET

5 53.6515.0001 6 EA SCREW, 10-32 X 3/4" SCB CAP

6 53.6515.1000 1 EA SCREW, 10-32 X 1" SOCKET CAP BLACK

7 53.6615.1125 3 EA SCREW, 10-32 X 1.25" SOCKET CAP BLACK

1

2

3

5 (x6)4

6

7 (x3)
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Head Cover Assembly

21.9678.0611 Rev K (VL3000 Quiet)
21.9678.8611 Rev 0

Refer to Figure 3-2

No. Item Qty. UM. Description
1 10.9678.0612 1 EA HEAD COVER FOAM BAFFLE

2 10.9678.0649 4 EA EJECTOR SPRING, BLACK OXIDE

3 10.9678.0674 1 EA BRACKET, COVER TETHER

4 10.9678.0696 1 EA FOAM FRAME, HEAD COVER (added 10-01-03)

5 12.9678.8610 1 EA HEAD COVER

12.9678.8610 1 EA HEAD COVER, PAINTED, VL3000 QUIET (changed 9-10-03)

6 53.5655.0250 4 EA SCREW, #6 X 1/4" PPZ PLASTIC

7 53.6558.0003 1 EA SCREW, 6-32 X 3/8"LG PPZ PLASTIC THD ROLL

8 55.2233.0016 4 EA RETAINER, SPLIT RING (changed 04-19-05)

9 55.2233.0775 4 EA STUD, 1/4 TURN OPR.775L STEEL BLK ZINC (changed 5-21-03)

10 55.9676.0255 4 EA WASHER, BEVELED SPRING (added 05-15-05)
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Figure 3-2:  Head Cover Assembly
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Backend Assembly

21.9678.0615 Rev S
21.9678.0616 Rev G (VL3000 Quiet)

Refer to Figure 3-3

No. Item Qty. UM. Description
1 10.9678.0631 1 EA SEPARATION BULKHEAD

2 10.9678.0635 1 EA EXHAUST BULKHEAD

3 10.9678.0637 2 EA CLIP, RETRO-REFLECTOR

4 10.9678.0638 1 EA AIR DIVERTER, STROBE MOTOR

5 10.9678.0653 1 EA LIGHT BAFFLE, EXHAUST

6 12.9678.7152 1 EA REFLECTOR, RETRO SPHERICAL COATED

7 12.9678.0627 1 EA AFT BULKHEAD, MACHINED

8 21.9678.0619 1 EA FAN ASSY, 80MM

9 21.9678.0673 2 EA TETHER ASSY, COVER

10 22.9678.3655 1 EA DUCT ASSY, 80MM FAN

11 22.9678.0639 1 EA UV FILTER BULKHEAD ASSY

22.9678.0617 1 EA UV FILTER BULKHEAD ASSY, VL3000 QUIET

- 25.9678.0012 1 EA CABLE ASSY, AC FAN YOKE TO FAN (not shown)

- 25.9678.0014 1 EA CABLE ASSY, BACKCAP INTERLOK TO GOBO INTERLOK (not shown)

12 53.2004.0002 6 EA NUT, 8-32 KEPS ZINC PLATE

13 53.6519.0001 2 EA SCREW, 4-40 X 5/8" PPZ

14 53.6545.0009 4 EA SCREW, 8-32 X 1.375"LG PFZ

15 53.6523.0001 1 EA SCREW, 6-32 X 3/8" SCB (changed 7-18-03)

16 53.6558.0007 6 EA SCREW, 6-32 X 1/4" PPZ SEMS

17 53.6559.0001 4 EA SCREW, 4-40 X 1/4" PFZ

18 53.6609.0001 6 EA SCREW, 6-32 X 3/8" PFZ

19 53.6613.0001 1 EA SCREW, 6-32 X 1/2" PPZ

20 53.6614.0003 2 EA SCREW, 6-32 X 5/8" PFZ

21 53.6616.0001 2 EA SCREW, 6-32 X 3/4" PPZ

- 55.6538.0001 2 EA WASHER, #4 LOCK EXTERNAL TOOTH

22 53.6682.0002 2 EA SCREW, 4-40 X 1/4"LG PPZ SEMS

23 55.2125.0003 4 EA STANDOFF, 3/8"HEX 8-32 1.500"L

24 55.6538.0004 7 EA WASHER,.750" OD, .312" ID, .125" THK, FLAT, TEFLON

25 55.6541.0008 1 EA GROMMET, 1/2"ID 7/8"OD 3/4"GRV

26 55.6706.0001 4 EA GROMMET, 9/32"ID 9/16"OD 1/4T

27 74.1099.0001 1 EA SWITCH, MINIATURE, 5 AMP 150DEG C, NORM OPEN


